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  Versatile in use

  For difficult-to-machine stainless steels

  High metal removal rate

HIGH-PERFORMANCE END MILL
FOR ROUGHING AND FINISHING
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This innovative tool impresses with its outstanding performance and offers numerous advantages 
for your production processes. 
 
The solid carbide end mills in the PrimoLine impress with their versatility.

• 	Z4 and Z5

• 	Diameter 6 - 20mm

• 	Internal cooling

• 	Soft cutting geometry

• 	Roughing and finishing tool 

• 	Good chip flow chip breaker - for an efficient machining process

• 	2xD cutting edge length

• 	Stable front cutting edge thanks to corner radius

• 	Very high metal removal rate for a wide range of machines

PRODUCT OVERVIEW

TECHNICAL FEATURES

ADVANTAGES

END MILLS FOR ROUGHING AND FINISHING
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Grade 	 P	 M	 K	 N (K)	 S (M)	 H (P/K)

+ first choice      o second choice

HPC CUTTER Z=4 WITH IK

ADAPTION ACC. TO DIN 6535 HB
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	 IN2205	 	 o	 +	 o		  +	
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d	 h6

Designation D d d8 LT L1 a R Z IK

P4M2VM080A018L026R003W 8 8 8 63 26 18 0,3 4 3 0,092

P4M2VM080A018L032R003W 8 8 8 68 32 18 0,3 4 3 0,125

P4M2VM100A022L032R005W 10 10 10 72 32 22 0,5 4 3 0,150

P4M2VM100A022L040R005W 10 10 10 80 40 22 0,5 4 3 0,166

P4M2VM120A026L038R005W 12 12 12 83 38 26 0,5 4 3 0,126

P4M2VM120A026L050R005W 12 12 12 95 50 26 0,5 4 3 0,149

P4M2VM160A034L050R010W 16 16 16 100 50 34 1 4 3 0,127

P4M2VM160A034L064R010W 16 16 16 112 64 34 1 4 3 0,152

P4M2VM200A042L062R010W 20 20 20 112 62 42 1 4 3 0,127

P4M2VM200A042L075R010W 20 20 20 125 75 42 1 4 3 0,150
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Grade 	 P	 M	 K	 N (K)	 S (M)	 H (P/K)

+ first choice      o second choice

HPC CUTTER Z=5 WITH IK

ADAPTION ACC. TO DIN 6535 HB
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Designation D d LT L1 a R Z IK

P5M2SM060A013L019R001W 6 6 55 19 13 0,1 5 3 0,072

P5M2SM060A010L025R001W 6 6 61 25 10 0,1 5 3 0,086

P5M2SM080A017L025R001W 8 8 61 25 17 0,1 5 3 0,092

P5M2SM080A013L033R001W 8 8 69 33 13 0,1 5 3 0,125

P5M2SM100A022L032R001W 10 10 72 32 22 0,1 5 3 0,150

P5M2SM100A017L042R001W 10 10 82 42 17 0,1 5 3 0,166

P5M2SM120A026L038R002W 12 12 83 38 26 0,2 5 3 0,126

P5M2SM120A020L050R002W 12 12 95 50 20 0,2 5 3 0,149

P5M2SM160A034L050R002W 16 16 98 50 34 0,2 5 3 0,127

P5M2SM160A026L066R002W 16 16 114 66 26 0,2 5 3 0,152

P5M2SM200A042L062R002W 20 20 112 62 42 0,2 5 3 0,127

P5M2SM200A032L082R002W 20 20 132 82 32 0,2 5 3 0,150
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