
TT2010 — NEW CARBIDE GRADE 
FOR HARDENED STEEL MACHINING

No. T378 E / 04-2026 

  Ultra fine-grained substrate for extremely high wear resistance 

  An AlTiN-based PVD coating layer enables high deformation resistance 

  ISO H05-H10 turning grade is optimally designed for HRC 40-62 hardened steel 

  Excellent machining performance in finish and light interrupted cutting
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With superior hardness and adequate toughness, the TT2010 grade provides higher tool life even in heattreated 
hardened steel machining. This new grade is an economical alternative to ceramic and CBN grades for customers 
requiring a cost-competitive solution.

• 	Ultra fine-grained substrate for extremely high wear resistance

• 	An AlTiN-based PVD coating layer enables high deformation resistance

• 	ISO H05-H10 turning grade is optimally designed for HRC 40-62 hardened steel

• 	Excellent machining performance in finish and light interrupted cutting

PRODUCT OVERVIEW

RECOMMENDED CUTTING CONDITIONS — MACHINING

FOR HARDENED STEEL (HRC 40-62)

TT2010 — NEW CARBIDE GRADE

FEATURES

Carbide TT2010 

CBN

Ceramic

Carbide TT5080
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Feed rate (Toughness)

NEW

ISO Material Condition Tensile strength  
(N/mm²) Hardness HRC Material No.

Cutting speed 
 Vc=m/min

TT2010

H Hardened steel 
Hardened 35-55 38 80-200

Hardened 55-65 39 50-100
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TT2010 — NEW CARBIDE GRADE

Item-Nr. Designation

6268142 CNMG 120404 MGP 

6268143 CNMG 120408 MGP

6176036 CNMG 120408 PC 

6268144 CNMG 120412 MGP

6274724 DNMG 150404 MGP

6274725 DNMG 150408 MGP

6274728 DNMG 150412 MGP

6268145 DNMG 150604 MGP

6268147 DNMG 150608 MGP

6180310 DNMG 150608 PC

6268148 DNMG 150612 MGP

6267806 DNMG 150612 PC

6296278 SNMG 120408 PC 

6296279 SNMG 120412 PC

6290851 TNMG 160404 PC 

6290852 TNMG 160408 PC

6268149 VNMG 160404 MLP

6267799 VNMG 160408 MLP

6296280 WNMG 080408 PC

6296281 WNMG 080412 PC 

INSERTS

The following inserts are available in the new TT2010 carbide grade:

Item-Nr. Designation

6282939 DCMT 070204 FM

6296282 RCMT 080300 PC

6296284 RCMT 10T300 PC 

6296283 RCMT 120400 PC 

6282940 VBMT 160404 FX 

 — negative inserts  — positive inserts

Item-Nr. Designation

6271352 DNMG 130508 PC 

6268150 VNMX 130404 FX 

6268151 VNMX 130408 FX
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